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PO FOR COATINGS, RESINS AND RELATED MATERIALS CA .r
-,m:ﬁ—:sl_j (Aoproveady U.S. ooomtduw'snufm.’w Similer to Form OSHA-20) | A LY ST.

‘ Section|

manuracTurersName - BCSTIK WEST, DIV. OF USM CORPORATION, AN EMHART UNIT

streeracoress 20846 So. Normandie Ave. cmrv.smre.anozrcooe Torrance, Ca. 90502

PR

emencencyreLepmoneno. (213)  320-6800

PRODUCT CLASS AMINE - o . .. ... . MANUFACTURERS CODEIDENTIFICATION CA-116
) T o Catalyst for 463-12-8 ]
. " TRADE NAME BOSTIK e e M3X Ratio: 1 part 463-12-8(Base)

to 1 part CA-116 by volume.
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Section Il - HAZARDOUS INGREDIENTS

INGAREDIENT CA-1%6 Epoxy Catalyst CAS No. - mgw . Y - EL m’?‘;é;g‘;“f
Methyl Ethyl Ketote 78-93-3 60-65 200 | 1.8 70.0
"Isopropyl Alcohol | 67-63-0 25-30 400 2.5 33.0
Toluene . 108-88-3 5-10 200 1.2. 22.0
Tertiary Aromatic Amine 90-72-2 £3.0 x5 NE £0.01
Amino Silane Ester 1760-24-3] &£3.0 | **NE ' NE 1.0

*8 Hr. TWA, ACGIH
**NE--Not Established
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" Section lll — PHYSICAL DATA

— — —
BOILINGRANGE  176-231 F VAPORDENSITY [ X | HEAVIER [ ] LIGHTER. THAN AIR

EVAPQRATION RATE D FASTER - SLOWER. THAN ETHER PERCENT VOLATILE WEIGHT PER
X 8Y VOLUME 96.3% GAUON 6.76 lbs.

Section IV — FIRE AND EXPLOSION HAZARD DATA

oorcatrecory Red Label, Flammable rus(nMptguz".. 23°F tag Closed Cup (g 1.2

EXTINGUISHING MEDIA Exclude air - Use foam, CQZ, steam, water fog,

dry chemicals. Do not use water.

UNUSUAL FIRE AND EXPLOSION HAZARDS

Vapor forms explosive mixture with air between
upper and lower explosion limits.

SPECIAL FIRE FIGHTING PROCEDURES
Do not use water, exclude air, use water spray
to cool fire exposed surfaces and to vrotect
perscnnel.
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